
 

 

 

Bring the thrill of interactive learning to any surface 
Transform a wall, whiteboard, pull-down screen, or any flat surface 
into an interactive whiteboard. 
 

Instruct your class wirelessly from your iPad or iPhone 
The iAVRover lets you share the latest apps with your class, and frees 
you to walk around the classroom inspiring, engaging, and checking 
individual student’s progress as you go. 

 

 

 
Key Features:  

 Wireless iPad2™/iPhone4S™ Mirroring 

 SAFARI Montage Live!™ Ready 

 All components are secure even while in use 

 Patented projector mount easily adjusts image height 

 Universal Projector mount accommodates most projectors 

 Convenient Connectivity for all your devices 
 

 

Classroom 
Presentation Cart 
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Teach where you want, the way you want.  

A Classroom’s Best Friend. 

 

 

Classroom Presentation Cart 
Steel:   powder coated, scratch resistant 
All components secure even when in use 
Optional Patented Projector Mount easily adjusts image height 
Universal projector Mount 
Projector Menu Access 
Security features:  Security screws on all components and 
panels 
Rack Rail system allows other components to be added 
Rubber Locking swivel wheels 
2 power  outlets (for laptop, document camera, etc.) 
Convenient Connectivity 
VGA cable with audio (retractable) 
Microphone input jack 
Video and audio inputs (3 RCA) 
 

Console 
Dimensions:  30”H x 19”W x 24”D 
Lockbox Storage: 5.25Hx17Wx13D (door clearance is 4” vertical) 
Video and audio inputs (3 RCA) 
Removable rear access panel for service 
 

Projector (Short Throw) 
Brightness:  2700 ANSI lumens minimum 
Connectivity: Hdmi, VGA 
Computer Resolution:  XGA 
Computer Compatibility:  IBM & Mac 
Video Compatibility:  NTSC/PAL/SECAM; HDTV (480i, 480p, 720p, 

1080i) 
Lamp Life:  3000 hours (Economy Mode) 
Lamp:  End user replaceable 

 

Mixer Amplifier 
Output: 25 watts RMS 
Controls: Mic input, laptop input, combo input  
Audio Out: 2-RCA line level  

   1-Balanced XLR mic level 
Hand Held wired Mic included 

 

Speakers (on 3 sides) 

Woofers:  5 ¼” mica-filled 
Tweeters:  ½” liquid cooled titanium 
Power Handling:  50 watts 
Frequency Response:  90Hz-20kHz 

 

Optional items 
DVD Player 
Power/Sync System Docking Drawer for iPod/iPad Devices 
Web Camera 
Echo Canceling Speaker Mic 
Camera Stand 
 

 
 
 

 

 

 
Intermediate 

Level 2  
Line 47 

SAFARI Montage Live! Ready 
Ready to use with SAFARI Montage Live!, the ideal solution for 
school to school or school to home educational applications, 
including distance learning, professional development and virtual 
field trips. 

 
*Based on end user requirements, the AVRover pictured here may 
look different and contain different components* 
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